Legal Notice

The system shown in these Shop Drawings meets the standard of NFPA 285 using specific components,

geometry and specifications.  Any modification to the components, geometry or specifications set forth in these
Shop Drawings, and any use or installation of the system in combination with any material or component other
than as expressly set forth in these Shop Drawings, shall exclusively be at the risk of the parties involved in such
modification, use or installation, and each of such parties assumes any and all such risks. By reviewing these
Shop Drawings, you acknowledge and agree that you have read and understand this legal notice.

As used in these Shop Drawings, "NBT" indicates that a product is not manufactured by Trespa North America, Ltd.
("Trespa NA") or its affiliates. Each NBT product referenced in these shop drawings should be reviewed and

approved by the relevant manufacturer, architect, engineer, consultant and code official and appropriate certifications

should be obtained to ensure that the system, as implemented, complies with all applicable codes. Neither

Trespa North America nor any of its affiliates shall have any obligation to obtain or provide any such review,
approval, test or certification nor shall any such person have any obligation or liability to any other person for any
loss arising out of or related to any such use.

In preparing these shop drawings, Trespa NA only reviews drawing details relating to materials manufactured by
Trespa NA and its affiliates only.

The positioning or type of weather barrier used in connection with a Trespa NA product may affect dew point
calculations, However, Trespa NA makes no representations as to the implications of using a weather barrier and
disclaims any and all liability or damages related thereto.

To meet the NFPA 285 standard, the following components and geometry must meet the following characteristics:
1) Panels

For TS210 - 285 and TS210DC - 285 Fixing Systems

o Meteon Kraft FR in 10, and 13 mm thickness in uni—color, metallic or NW/NA (2-160).

For TS110 - 285 and TS110DC - 285 Fixing Systems
o Meteon Kraft FR in 10, and 13 mm thickness in uni—color, metallic or NW/NA (2-160).
o Meteon Kraft FR in 8 mm in uni—color or metallic.
2) Shimming - Not By Trespa
Shimming, if required, shall be in accordance with the generally accepted curtain wall standard %" : 20’
3) Weather barriers - Not By Trespa
The Trespa NFPA 285-compliant fixing systems shall have one of the following weather barriers:

o Vaproshield's Wallshield

4) Free Air Cavity
The free air cavity shall be as shown in these Shop Drawings.
5) Mineral Wool - Not By Trespa

Mineral wool, if used, shall be installed as shown in these Shop Drawings. To meet the NFPA 285 standard,
the mineral wool must meet the following definition:

‘Synthetic vitreous fiber insulation made by melting predominantly
igneous rock or furnace slag, and other inorganic materials, and
then physically forming the melt into fibers.” IBC Section 702

In addition to meeting the definition above, the mineral wool must meet several other characteristics for the
system to meet the NFPA 285 standard:

1. Classified as non—combustible per ASTM E136
2. Density range from 3.0 to 9.0 lbs/ft®

3. R-vadlue/inch range from 3.5 to 4.5

4. Free of any facing material (e.g. foil, fim, etc)
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No. DESCRIPTION
1 |TRESPA METEON PANEL
= 2 [J-CHANNEL (100-000)
17 = 3 |HAT-CHANNEL (110-001) ~NOT USED
-} > ;‘\’ 4 |ADJUSTABLE BRACKET (200-003) —NOT USED
S o 5 |FIXED BRACKET (200-004) ~NOT USED
)))d = 6 |PANEL FASTENER (101-000)
7S v — 7 |PANEL RIVET (200-005) ~NOT USED
v, v, 8 |RAIL ANCHOR (000-004) -NOT USED
' A ‘ \ , 9 |RAIL (200-000) -NOT USED
g o YIMIN. 10 [SYSTEM_CLOSURE (210-000) NOT USED
> > ~- 11 [VENT SCREEN (210-001) (110-002) —NOT USED
| 12_[CLIP_ANCHOR (000-006) ~NOT USED
13 |CORNER_CLOSURE (000-003) -NOT USED
.' 14 %
e ) MATERIALS - NOT BY TRESPA
. PR # = A |WRB (VAPROSHIELD/WALLSHIELD)-SEE NOTE
©p ©p = BELOW
B HHH o = B |MINERAL WOOL (MATERIAL SPECIFICATION
9 A e N AVAILABLE_UPON REQUEST) -NOT USED
' ' (I C | CHANNEL ANCHOR
' ) = D _[SHEATHING
. a E | STEEL BACKING PLATE
v v
'; THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
7 o \\ COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
. I~ USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
o o \\ \@ EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
‘9 v - — NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.
v T \@
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
\% DATE LIST OF TESTED WRB.
SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS %" : 20'
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No. DESCRIPTION
1 |TRESPA METEON PANEL
| 2 [J-CHANNEL (100-000)
3 |HAT-CHANNEL (110-001) ~NOT USED
4 |ADJUSTABLE BRACKET (200-003) —NOT USED
5 |FIXED BRACKET (200-004) -NOT USED
6 |PANEL FASTENER (101-000)
7 |PANEL RIVET (200-005) -NOT USED
8 |RAIL ANCHOR (000-004) -NOT USED
9 |RAIL (200-000) -NOT USED
10 |SYSTEM CLOSURE (210-000) -NOT USED
1 |VENT SCREEN (210-001) (110-002) ~NOT USED
= 12_[CLIP_ANCHOR (000-006) -NOT USED
Q 13 _|CORNER CLOSURE (000-003) -NOT USED
(9]
=
|
2 MATERIALS - NOT BY TRESPA
- A |WRB (VAPROSHIELD/WALLSHIELD)-SEE NOTE
— BELOW
= B |MINERAL WOOL (MATERIAL SPECIFICATION
RS AVAILABLE_UPON REQUEST) -NOT USED
o C | CHANNEL ANCHOR
D |SHEATHING
E | STEEL BACKING PLATE
THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.
|
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
DATE LIST OF TESTED WRB.
SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS %" : 20'
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No. DESCRIPTION
1 |TRESPA METEON PANEL
2 [J-CHANNEL (100-000)
3 |HAT-CHANNEL (110-001) ~NOT USED
4 |ADJUSTABLE BRACKET (200-003) —-NOT USED
% 5 |FIXED BRACKET (200-004) -NOT USED
e 6 |PANEL FASTENER (101-000)
= 7 |PANEL RIVET (200-005) -NOT USED
g 8 |RAIL ANCHOR (000-004) -NOT USED
= 9 [RAIL (200-000) -NOT USED
10 |SYSTEM CLOSURE (210-000) -NOT USED
i 1 [VENT SCREEN (210-001) (110-002)
<Zc 12_|CLIP_ANCHOR (000-006) -NOT USED
o 13 |CORNER CLOSURE (000-003) -NOT USED
MATERIALS - NOT BY TRESPA
A~ |WRB (VAPROSHIELD /WALLSHIELD)—SEE NOTE
BELOW
B |MINERAL WOOL (MATERIAL SPECIFICATION
AVAILABLE UPON_ REQUEST) -NOT USED
C | CHANNEL ANCHOR
= D |SHEATHING
N E |STEEL BACKING PLATE
THE SYSTEM SHOWN IN THESE SHOP DRAWINGS MEETS THE STANDARD OF NFPA 285 USING
SPECIFIC COMPONENTS, GEOMETRY AND SPECIFICATIONS. ANY MODIFICATIONS TO THE
COMPONENTS, GEOMETRY OR SPECIFICATIONS SET FORTH IN THESE SHOP DRAWINGS, AND ANY
USE OR INSTALLATION OF THE SYSTEM IN COMBINATION WITH ANY MATERIAL OR COMPONENT
OTHER THAN AS EXPRESSLY SET FORTH IN THESE SHOP DRAWINGS, SHALL EXCLUSIVELY BE
AT THE RISK OF THE PARTIES INVOLVED IN SUCH MODIFICATION, USE OR INSTALLATION, AND
EACH OF SUCH PARTIES ASSUMES ANY AND ALL SUCH RISKS. PLEASE REFER TO THE LEGAL
- NOTICE ON PAGE ONE OF THESE SHOP DRAWINGS FOR IMPORTANT INFORMATION.
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. . L NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
o DATE LIST OF TESTED WRB.
) .' ':' . . SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
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