





| |
No. DESCRIPTION
1 [TRESPA METEON PANEL
2 |J—CHANNEL (100-000)
3 |HAT-CHANNEL (110-001) ~NOT USED
_ 4 [ADJUSTABLE BRACKET (200-003) —NOT USED
5 5 |FIXED BRACKET (200-004)
%) 6 |PANEL FASTENER (101-000) -NOT USED
- = 7 |PANEL RIVET (200-005)
% = 8 |RAIL ANCHOR (000-004) ZNOT USED
" = 9 [RAIL (200-000) ZNOT USED
io P - 10_|SYSTEM CLOSURE (210-000) —NOT USED
L 1_[VENT SCREEN (210-001) (110-002) —NOT USED
= 12_|CLP_ANCHOR (000—006) ZNOT USED
o 13_|CORNER CLOSE (000-003) ZNOT USED
14_|JOINT CLOSURE (000-002) ZNOT USED
/‘ MATERIALS - NOT BY TRESPA
A [WEATHER BARRIER
B |CHANNEL ANCHOR
/@ C [SHEATHING
FOR PROJECTS REQUIRING COMPLIANCE WITH THE NFPA 285 FIRE TEST, PLEASE REFER TO OUR
WEBSITE FOR SPECIFIC DESIGN DETAILS FOR THE TRESPA NA METEON FIXING SYSTEMS THAT
MEET THE NFPA 285 PERFORMANCE CRITERIA. FOR PROJECTS REQUIRING COMPLIANCE WITH
CANADIAN ULC S-134, PLEASE CALL OUR TECHNICAL SERVICES DEPARTMENT FOR MORE
INFORMATION.
‘ NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
| | DATE LIST OF TESTED WRB.
\/\ SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS )" : 20
h{tb‘ o | TITLE: DRAWN BY: | DATE:
TRESPA 9-HOR. MID PANEL T zeos
O oty st e SCALE: DETAIL #: APPROVED: | FILE:
mar it TS210 6" = 1-0" 9 JC TS210
Rrandiapat - No Date Revisions BY
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— No. DESCRIPTION
L1 e = 1 |TRESPA METEON PANEL
i 2 [J—CHANNEL (100-000)
3 [HAT-CHANNEL (110-001) —NOT USED
1. 4 |ADJUSTABLE BRACKET (200-003)
NS 5 [FIXED BRACKET (200-004)
6 [PANEL FASTENER (101-000) —NOT USED
7 [PANEL RIVET (200-005)
8 [RAIL ANCHOR (000-004)
— 9 [RAIL (200-000)
— 10 [SYSTEM CLOSURE (210-000) —NOT USED
f 11 |VENT SCREEN (210-001) (110-002) ~NOT USED
12_|CLIP_ANCHOR (000-006) -NOT USED
13 |CORNER CLOSE (000-003) —NOT USED
14 JOINT CLOSURE_(000-002) —NOT USED
2 <
/@ % =
S MATERIALS - NOT BY TRESPA
/@ D A [WEATHER BARRER
& B_[CHANNEL ANCHOR
= C [SHEATHING
7 =)
—1
Ll
=
<
o
FOR PROJECTS REQUIRING COMPLIANCE WITH THE NFPA 285 FIRE TEST, PLEASE REFER TO OUR
WEBSITE FOR SPECIFIC DESIGN DETAILS FOR THE TRESPA NA METEON FIXING SYSTEMS THAT
MEET THE NFPA 285 PERFORMANCE CRITERIA. FOR PROJECTS REQUIRING COMPLIANCE WITH
CANADIAN ULC S-134, PLEASE CALL OUR TECHNICAL SERVICES DEPARTMENT FOR MORE
INFORMATION.
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
| | DATE LIST OF TESTED WRB.
\/\ SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS )" : 20
h{tb‘ o | TITLE: DRAWN BY: | DATE:
TRESPA 10-HOR. PANEL JOINT | |"2s0s
O oty st e SCALE: DETAIL #: APPROVED: | FILE:
Phoﬁe@éz;ggzx T S 2 1 O " v "
TR S rport 6"=1"-0 10 JC TS210 w
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— No. DESCRIPTION
L1 e = 1 |TRESPA METEON PANEL
i 2 [J—CHANNEL (100-000)
3 [HAT-CHANNEL (110-001) —NOT USED
1. 4 |ADJUSTABLE BRACKET (200-003)
NS 5 [FIXED BRACKET (200-004)
. 6 [PANEL FASTENER (101-000) —NOT USED
7 [PANEL RIVET (200-005)
8 [RAIL ANCHOR (000-004)
— 9 [RAIL (200-000)
— 10 [SYSTEM CLOSURE (210-000) —NOT USED
f 11 |VENT SCREEN (210-001) (110-002) ~NOT USED
\@ 12_|CLIP_ANCHOR (000-006)
13 |CORNER CLOSE (000-003) —NOT USED
14 JOINT CLOSURE_(000-002)
2 <
/@ % =
S MATERIALS - NOT BY TRESPA
/@ D A [WEATHER BARRER
& B_[CHANNEL ANCHOR
= C [SHEATHING
7 =
—1
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=
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FOR PROJECTS REQUIRING COMPLIANCE WITH THE NFPA 285 FIRE TEST, PLEASE REFER TO OUR
WEBSITE FOR SPECIFIC DESIGN DETAILS FOR THE TRESPA NA METEON FIXING SYSTEMS THAT
MEET THE NFPA 285 PERFORMANCE CRITERIA. FOR PROJECTS REQUIRING COMPLIANCE WITH
CANADIAN ULC S-134, PLEASE CALL OUR TECHNICAL SERVICES DEPARTMENT FOR MORE
INFORMATION.
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
| | DATE LIST OF TESTED WRB.
\/\ SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS )" : 20
h{tb‘ o | TITLE: DRAWN BY: | DATE:
mEsPA | 10a-HOR. PANEL JOINT | | z00s
N s ot e T S 2 1 O SCALE: DETAIL #: APPROVED: | FILE:
Poway, CA 92064
Phone: 858.679.2090 "o_ A"
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| No. DESCRIPTION
| 1 [TRESPA METEON PANEL
2 |J—CHANNEL (100-000)
3 |HAT-CHANNEL (110-001) _NOT USED
4 |ADJUSTABLE BRACKET (200-003)
5 |FIXED BRACKET (200-004) ~NOT USED
: B |PANEL FASTENER (101-000) ~NOT USED
= 7 |PANEL RIVET (200-005)
= 8 |RAIL ANCHOR (000-004)
“— 9 [RAIL (200-000)
- 10_|SYSTEM CLOSURE (210-000) _NOT USED
- 1_[VENT SCREEN (210-001) (110-002) —NOT USED
= 12_|CLP_ANCHOR (000—006) “NOT USED
13_|CORNER CLOSE (000-003) ~NOT USED
— 14_|JOINT CLOSURE (000-002) ~NOT USED
o
%)
= MATERIALS - NOT BY TRESPA
= A [WEATHER BARRIER
\@ = B |CHANNEL ANCHOR
B C [SHEATHING
Lol
o
=
\@ a
\@) FOR PROJECTS REQUIRING COMPLIANCE WITH THE NFPA 285 FIRE TEST, PLEASE REFER TO OUR
WEBSITE FOR SPECIFIC DESIGN DETAILS FOR THE TRESPA NA METEON FIXING SYSTEMS THAT
MEET THE NFPA 285 PERFORMANCE CRITERIA. FOR PROJECTS REQUIRING COMPLIANCE WITH
CANADIAN ULC S-134, PLEASE CALL OUR TECHNICAL SERVICES DEPARTMENT FOR MORE
INFORMATION.
\/\ | | \QB‘) NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
1 ” DATE LIST OF TESTED WRB.
24 \@> SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
WALL STANDARDS )" : 20
h{tb‘ o | TITLE: DRAWN BY: | DATE:
TRESPA 11-WINDOW SILL N | 092909
N s ot e SCALE: DETAIL #: APPROVED: | FILE:
e o TS210 6" = 1-0" 11 JC TS210
Rrandiapat - No Date Revisions BY




Y MIN.

No. DESCRIPTION
= 1 [TRESPA METEON PANEL
= 2 [J-CHANNEL (100-000)
2 3 |HAT—CHANNEL (110-001) ZNOT USED
—L 4 [ADJUSTABLE BRACKET (200-003)
. 5 [FIXED BRACKET (200-004) ~NOT USED
SN B |PANEL FASTENER (101-000) ZNOT USED
M 7 |PANEL RIVET (200-005)
8 |RAIL ANCHOR (000-004)
9 [RAIL (200-000)
10_|SYSTEM CLOSURE (210-000) —NOT USED
= 1_[VENT SCREEN (210-001) (110-002) —NOT USED
g = 12_|CLIP_ANCHOR (000—006) ~NOT USED
\@ 2 13_|CORNER CLOSE (000-003) ~NOT USED
d 14 |JOINT CLOSURE (000-002) ZNOT USED
| © %
\@> L_,n_l MATERIALS - NOT BY TRESPA
o = A [WEATHER BARRER
= B |CHANNEL ANCHOR
\@ C [SHEATHING
\@ FOR PROJECTS REQUIRING COMPLIANCE WITH THE NFPA 285 FIRE TEST, PLEASE REFER TO OUR
WEBSITE FOR SPECIFIC DESIGN DETALLS FOR THE TRESPA NA METEON FIXING SYSTEMS THAT
MEET THE NFPA 285 PERFORMANCE CRITERIA. FOR PROJECTS REQUIRING COMPLIANCE WITH
CANADIAN ULC S—-134, PLEASE CALL OUR TECHNICAL SERVICES DEPARTMENT FOR MORE
INFORMATION.
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
\/\ DATE LIST OF TESTED WRB.
1 SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
| 2% WALL STANDARDS %§* : 20'
I

DRAWN BY: DATE:

TRESPA | 12-PARAPET CAP PV SO

NORTH AMERICA, LTD.

m%:?%%:é T821 O SCQ:I_E; o DETP;I;_ #: APPFjJO(\;/ED: F|LE:T8210

v trespa.com No Date Revisions BY




| / 1
./ ] | —1 /Q>
| /
—
[
I SO
| = No. DESCRIPTION
‘/ /@ = 1_|TRESPA METEON PANEL
L2 2 [J—CHANNEL (100-000)
‘ e L 3 |HAT-CHANNEL (110-001) —NOT USED
= 4 [ADJUSTABLE BRACKET (200-003) —NOT USED
— 5 |FIXED BRACKET (200-004)
= 6 |PANEL FASTENER (101-000) —NOT USED
= = 7 [PANEL RIVET (200-005)
= A E 8 [RAIL ANCHOR (000-004)
=\Do EH 9 |RALL (200-000)
o /@ 10 [SYSTEM CLOSURE (210-000) —NOT USED
1_|VENT SCREEN (210-001) (110-002)
12_[CLIP_ANCHOR (000-006) —NOT USED
A 13 |CORNER CLOSE (000-003) -NOT USED
v 14 JOINT CLOSURE (000-002) —NOT USED
a7
MATERIALS - NOT BY TRESPA
A |WEATHER BARRIER
B |CHANNEL ANCHOR
L | C [SHEATHING
2,
GR ADE ZQ FOR PROJECTS REQUIRING COMPLIANCE WITH THE NFPA 285 FIRE TEST, PLEASE REFER TO OUR
WEBSITE FOR SPECIFIC DESIGN DETAILS FOR THE TRESPA NA METEON FIXING SYSTEMS THAT
MEET THE NFPA 285 PERFORMANCE CRITERIA. FOR PROJECTS REQUIRING COMPLIANCE WITH
CANADIAN ULC S-134, PLEASE CALL OUR TECHNICAL SERVICES DEPARTMENT FOR MORE
INFORMATION.
NOTE: PLEASE CONTACT TECHNICAL SERVICE DEPARTMENT FOR MOST UP TO
\/\ DATE LIST OF TESTED WRB.
QAN S e
NN SHIMMING SHALL BE IN ACCORDANCE WITH GENERALLY ACCEPTED CURTAIN
SE LNz WALL STANDARDS %" : 20
h{tb‘ o | TITLE: DRAWN BY: | DATE:
TRESPA 13-FLOOR BASE PANEL W | 092008
O oty st e SCALE: DETAIL #: APPROVED: | FILE:
e TS210 6" = 10" 13 JC TS210
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